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The reduced countersunk or low profile head style offers near flush installation in a 

drilled or punched hole, without any extra hole preparation.

THREAD SIZE GRIP RANGE HOLE DIAMETER BODY DIAMETER HEAD DIAMETER HEAD THICKNESS OVERALL LENGTH

M3 0.5-1.5 4.8 4.7 5.4 0.4 9.0

M4 0.5-2.0 6.4 6.3 7.1 0.5 10.5

M5 0.5-3.0 7.2 7.1 8.1 0.6 12.0

M6 0.5-3.5 9.6 9.5 10.3 0.6 15.0

M8 0.7-3.8 10.6 10.5 11.5 0.6 16.0

M10 1.0-4.0 12.8 12.7 13.9 0.7 20.0
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The reduced countersunk or low profile head style offers near flush installation in a 

drilled or punched hole, without any extra hole preparation.  The knurled body provides 

extra resistance to turning forces especially when installed into softer material.

THREAD SIZE GRIP RANGE HOLE DIAMETER BODY DIAMETER HEAD DIAMETER HEAD THICKNESS OVERALL LENGTH

M3 0.5-2.0 5.0 4.9 6.00 0.5 9.0

M4 0.5-2.0 6.0 5.9 7.00 0.5 11.3

M4 2.0-4.0 6.0 5.9 7.00 0.5 13.0

M5 0.5-3.0 7.0 6.9 8.00 0.5 12.0

M5 2.0-4.0 7.0 6.9 8.00 0.5 13.0

M6 0.5-3.0 9.0 8.9 10.00 0.6 14.0

M6 2.5-4.5 9.0 8.9 10.00 0.6 16.0

M8 0.5-3.8 11.0 10.9 12.00 0.6 17.3

M8 3.0-5.0 11.0 10.9 12.00 0.6 18.5

M10 0.7-3.5 12.0 11.9 13.00 0.7 19.5

M10 0.7-3.5 13.1 12.9 14.00 0.8 21.0

M10 3.5-6.0 13.1 12.9 14.00 0.8 23.5

M12 1.0-3.5 16.1 15.9 17.00 1.00 24.2
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The closed end rivet nuts are typically used where access of moisture or contamination into 

the product must be prevented.

The reduced countersunk head style which will install near flush in a drilled or punched hole.

THREAD SIZE GRIP RANGE HOLE DIAMETER BODY DIAMETER HEAD DIAMETER HEAD THICKNESS OVERALL LENGTH

M3 1.0-2.5 5.1 5.0 6.0 0.5 12.0

M4 0.5-2.0 6.4 6.3 7.20 0.5 15.0

M5 0.5-3.0 7.2 7.1 8.10 0.5 20.2

M6 0.7-3.0 9.6 9.5 10.50 0.6 23.5

M8 0.7-3.5 10.6 10.5 11.50 0.6 23.0
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The closed end rivet nuts are typically used where access of moisture or contamination into 

the product must be prevented.

The reduced countersunk head style which will install near flush in a drilled or punched hole.

The knurled body provides extra resistance to turning forces especially when installed in 

softer material.

THREAD SIZE GRIP RANGE HOLE DIAMETER BODY DIAMETER HEAD DIAMETER HEAD THICKNESS OVERALL LENGTH

M3 1.0-2.5 5.1 5.0 6.00 0.5 12.0

M4 0.5-2.0 6.0 5.9 7.00 0.5 15

M4 2.0-4.0 6.0 5.9 7.00 0.5 16.5

M5 0.5-2.5 7.0 6.9 8.00 0.5 16.5

M5 2.0-4.0 7.0 6.9 8.00 0.5 18.0

M6 0.5-3.0 9.0 8.9 10.00 0.6 20.5

M6 2.5-5.0 9.0 8.9 10.00 0.6 22.0

M8 0.7-3.0 11.0 10.9 12.00 0.6 23.0

M8 3.0-5.0 11.0 10.9 12.00 0.6 24.5

M10 1.0-3.0 13.0 12.9 14.00 0.7 24.5

M10 3.5-6.0 13.0 12.9 14.00 0.7 26.0
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Flange head rivet nuts are particularly suitable for load bearing applications.  The flange head 

acts to reinforce the hole and produces increased resistance to push out forces.

THREAD SIZE GRIP RANGE HOLE DIAMETER BODY DIAMETER HEAD DIAMETER HEAD THICKNESS OVERALL LENGTH

M4 0.5-2.5 6.0 5.9 9.0 0.8 11.5

M5 0.5-2.5 7.0 6.9 10.00 1.0 13.0

M6 0.5-3.0 9.0 8.9 12.50 1.3 15.5

M8 0.7-4.0 11.0 10.9 15.00 1.5 18.0

M10 1.0-3.5 12.0 11.9 16.00 1.6 19.0

M10 1.0-4.0 13.0 12.9 17.00 1.7 19.3

M12 1.0-4.0 16.1 15.9 23.00 2.0 27.0
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Flange head rivet nuts are particularly suitable for load bearing applications.  The flange head 

acts to reinforce the hole and produces increased resistance to push out forces.

The knurled body style provides extra resistance to turning forces especially when installed in 

softer materials.

THREAD 
SIZE

GRIP 
RANGE

HOLE 
DIAMETER

BODY 
DIAMETER

HEAD 
DIAMETER

HEAD 
THICKNESS

OVERALL 
LENGTH

M3 0.5-2.0 5.0 4.9 8.0 0.8 10.0

M3 2.5-4.0 5.0 4.9 7.0 0.9 11.5

M4 0.5-2.5 6.0 5.9 9.0 1.0 11.6

M4 2.5-4.0 6.0 5.9 9.0 1.0 13.0

M4 3.0-5.5 6.0 5.9 9.0 1.0 14.0

M5 0.5-2.5 7.0 6.9 10.0 1.0 13.0

M5 3.0-5.5 7.0 6.9 10.0 1.0 16.0

M5 5.5-8.0 7.0 6.9 10.0 1.0 19.0

M6 0.5-3.0 9.0 8.9 12.5 1.5 16.0

M6 3.0-5.5 9.0 8.9 12.3 1.3 19.5

M6 5.5-8.0 9.0 8.9 12.3 1.5 21.0

THREAD 
SIZE

GRIP 
RANGE

HOLE 
DIAMETER

BODY 
DIAMETER

HEAD 
DIAMETER

HEAD 
THICKNESS

OVERALL 
LENGTH

M8 0.7-3.0 11.0 10.9 16.0 1.5 18.5

M8 3.0-5.5 11.0 10.9 16.0 1.5 21.0

M8 5.5-8.0 11.0 10.9 15.0 1.6 24.0

M8 8.0-10.5 11.0 10.9 15.0 1.6 25.0

M10 1.0-3.5 12.0 11.9 16.0 2.0 19.0

M10 3.0-6.0 12.0 11.9 16.0 2.0 24.0

M10 6.0-9.0 12.0 11.9 16.0 2.0 27.0

M10 9.0-12.0 12.0 11.9 16.0 2.0 30.0

M10 1.0-3.5 13.0 12.9 19.0 2.0 21.0

M10 3.5-6.0 13.0 12.9 19.0 2.0 23.5

M12 1.0-4.0 16.0 15.9 22.0 2.1 25.0

M12 4.0-7.0 16.0 15.9 22.0 2.1 28.0

M12 7.0-10.0 16.0 15.9 22.0 2.1 31.0
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The closed end rivet nuts are typically used where access of moisture or contamination into the 

product must be prevented.

The flange head acts to reinforce the hole and produces increased resistance to push out forces.

The knurled body style provides extra resistance to turning forces especially when installed in 

softer materials.

THREAD 
SIZE

GRIP 
RANGE

HOLE 
DIAMETER

BODY 
DIAMETER

HEAD 
DIAMETER

HEAD 
THICKNESS

OVERALL 
LENGTH

M3 0.5-2.5 5.0 4.9 7.0 0.9 15.0

M3 2.5-4.0 5.0 4.9 7.0 0.9 16.0

M4 0.5-3.0 6.0 5.9 9.0 1.0 16.0

M4 3.0-5.5 6.0 5.9 9.0 1.0 19.0

M5 0.5-3.0 7.0 6.9 10.0 1.0 17.0

M5 3.0-5.5 7.0 6.9 10.0 1.0 21.5

M5 5.5-8.0 7.0 6.9 10.0 1.0 24.5

M6 0.5-3.0 9.0 8.9 12.0 1.5 19.5

M6 3.0-5.5 9.0 8.9 12.0 1.5 24.0

M6 5.5-8.0 9.0 8.9 12.0 1.5 26.5

THREAD 
SIZE

GRIP 
RANGE

HOLE 
DIAMETER

BODY 
DIAMETER

HEAD 
DIAMETER

HEAD 
THICKNESS

OVERALL 
LENGTH

M8 0.5-3.0 11.0 10.9 15.0 1.5 21.5

M8 3.0-5.5 11.0 10.9 15.0 1.5 28.5

M8 5.5-8.0 11.0 10.9 15.0 1.5 31.0

M8 8.0-10.5 11.0 10.9 15.0 1.5 33.5

M10 0.5-3.0 12.0 11.9 16.0 2.0 28.0

M10 3.0-6.0 12.0 11.9 16.0 2.0 33.0

M10 6.0-9.0 12.0 11.9 16.0 2.0 36.0

M10 9.0-12.0 12.0 11.9 16.0 2.0 39.0

M10 1.0-4.0 13.0 12.9 19.0 2.0 33.0
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Countersunk head rivet nuts combine a strong head form with push-out resistance and flush fit 

installation.

THREAD 
SIZE

GRIP 
RANGE

HOLE 
DIAMETER

BODY 
DIAMETER

HEAD 
DIAMETER

HEAD 
THICKNESS

OVERALL 
LENGTH

M3 1.5-3.5 5.0 4.9 7.5 1.5 11.5

M3 3.5-5.0 5.0 4.9 7.5 1.5 12.5

M4 1.5-3.5 6.0 5.9 8.5 1.5 12.0

M4 3.5-6.5 6.0 5.9 8.5 1.5 15.0

M5 1.5-4.0 7.0 6.9 9.5 1.5 13.0

M5 4.0-6.5 7.0 6.9 9.5 1.5 16.0

M5 6.5-9.0 7.0 6.9 9.5 1.5 18.5

M6 1.5-4.0 9.0 8.9 11.5 1.5 15.5

M6 4.0-6.5 9.0 8.9 11.5 1.5 18.0

M6 6.5-9.0 9.0 8.9 11.5 1.5 20.5

THREAD 
SIZE

GRIP 
RANGE

HOLE 
DIAMETER

BODY 
DIAMETER

HEAD 
DIAMETER

HEAD 
THICKNESS

OVERALL 
LENGTH

M8 1.7-4.5 11.0 10.9 13.5 1.5 18.5

M8 4.0-6.5 11.0 10.9 13.5 1.5 21.0

M8 6.5-9.0 11.0 10.9 13.5 1.5 23.5

M10 2.0-4.5 12.0 10.9 14.5 1.7 21.0

M10 4.5-7.5 12.0 11.9 14.5 1.7 24.0

M10 7.5-10.5 12.0 11.9 14.5 1.7 27.0

M10 2.0-4.0 13.0 12.9 15.5 1.5 21.0

M12 2.0-4.5 16.0 15.9 19.0 1.9 24.5

M12 4.5-7.5 16.0 15.9 19.0 1.9 27.5

M12 7.5-10.5 16.0 15.9 19.0 1.9 31.0
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Rivet nuts have a part hex body to fit into a hexagon hole, this eliminates the potential problem of a 

rivet nut turning after installation.  The half hex body has excellent lead in for fast and easy 

installation.

THREAD SIZE GRIP RANGE HOLE SIZE A/F BODY SIZE A/F HEAD DIAMETER HEAD THICKNESS OVERALL LENGTH

M4 0.5-2.0 6.4 6.35 7.20 0.4 10.4

M5 0.5-3.0 7.2 7.1 8.10 0.5 12.0

M6 0.7-3.0 9.6 9.5 10.50 0.5 14.5

M8 0.7-3.2 10.7 10.5 11.50 0.6 16.0
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Rivet nuts have a full hex body to fit into a hexagon hole, this eliminates the potential problem of a 

rivet nut turning after installation.  The half hex body has excellent lead in for fast and easy 

installation.

THREAD SIZE GRIP RANGE HOLE SIZE A/F BODY SIZE A/F HEAD DIAMETER HEAD THICKNESS OVERALL LENGTH

M4 0.5-2.5 6.1 6.0 7.0 0.5 11.0

M4 2.0-4.0 6.1 6.0 7.0 0.5 12.2

M5 0.5-3.0 7.1 7.0 8.0 0.5 14.5

M5 2.0-4.5 7.1 7 8.0 0.6 15.0

M6 0.6-3.5 9.1 9 10.0 0.6 16.0

M6 3.0-5.5 9.1 9 10.0 0.6 18.0

M8 0.7-4.0 11.1 11 12.0 0.6 18.0

M8 3.0-5.5 11.1 11 12.0 0.6 19.0

M10 1.0-3.5 13.1 13 14.5 1.0 20.0

M10 3.0-6.0 13.1 13 14.5 1.0 25.0

M12 1.0-4.0 16.1 16 17.5 1.0 25.0
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The closed end rivet nuts are typically used where access of moisture or contamination into 

the product must be prevented.

The reduced countersunk head style which will install near flush in a drilled or punched hole.

THREAD SIZE GRIP RANGE HOLE SIZE A/F BODY SIZE A/F HEAD DIAMETER HEAD THICKNESS OVERALL LENGTH

M4 0.5-2.0 6.1 6.0 6.9 0.5 16.0

M5 0.5-3.0 7.1 7.0 8.0 0.5 20.0

M6 0.5-3.0 9.1 9.0 10.0 0.5 22.0

M8 0.7-3.0 11.1 11.0 12.0 0.6 25.5
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Rivet nuts have a full hex body to fit into a hexagon hole, this eliminates the potential problem 

of a rivet nut turning after installation. Flange head rivet nuts are particularly suitable for load 

bearing applications.  The flange head acts to reinforce the hole and produces increased 

resistance to push out forces.

THREAD SIZE GRIP RANGE HOLE SIZE A/F BODY SIZE A/F HEAD DIAMETER HEAD THICKNESS OVERALL LENGTH

M4 0.5-2.5 6.1 6.0 9.0 0.8 11.2

M5 0.5-2.5 7.1 7.0 10.0 1.0 14.0

M6 0.5-3.0 9.1 9.0 13.0 1.3 15.5

M6 3.0-5.5 9.1 9.0 13.0 1.5 18.0

M8 0.7-3.5 11.1 11.0 16.0 1.5 18.0

M8 3.0-5.5 11.1 11.0 16.0 1.5 20.5

M10 1.0-4.0 13.1 13.0 18.0 2.0 22.0

M10 3.5-6.0 13.1 13.0 17.0 2.0 24.0

M10 1.0-3.5 12.1 12.0 18.0 1.7 21.0

M12 1.0-4.0 16.1 16.0 23.0 2.0 27.0
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The closed end rivet nuts are typically used where access of moisture or contamination into 

the product must be prevented.  Flange head which is particularly suitable for load bearing 

application.

THREAD SIZE GRIP RANGE HOLE SIZE A/F BODY SIZE A/F HEAD DIAMETER HEAD THICKNESS OVERALL LENGTH

M4 0.5-2.0 6.1 6.0 9.0 1.0 16.0

M5 0.5-3.0 7.1 7.0 10.00 1.0 20.0

M6 0.5-3.0 9.1 9.0 13.00 1.5 23.0

M8 0.5-3.0 11.1 11.0 16.00 1.5 26.0

M8 3.0-5.5 11.1 11.0 16.00 1.5 28.5

M10 0.8-3.5 13.1 13.0 19.00 2 33.0


